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SPECIFICATIONS
Microphone

DYNAMIC
Frequency [2001iz-3,000Hz
impedance 150x(1)0(100082)
Sensitivity. 20.5m v/Pa (20012-4,000Hz)
SNR 21208
ELECTRET
Frequency [2001iz-4,000Hz
impedance 5500
Sensitivity. (-51d8) 2308
SNR >ssc8
Sensitivity Reduction 8.
Voltage Range 110v
Currency Consumption <0.5mA

Size 4 40mm dynamic
Impedance 300 OHM:
Rated Power [somw - 100mw
Frequency Scope. 300112-3,000Hz
Distortion [<5% @300-4,000 2

Resonance Frequen [s00 Kz free a
Foam Ear Seals
Dismeter inside. 23" Hx 132" W

Diameter outside

@ Hx3W

Thickness

e

Headstrap Attach Method

Flexible Rubber Dam

Includes Cotton| Hyﬁ ine Cover_[NO.

Material:

Jass

Noise Testeo:

2568 NRR, 3208 SR
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':LEX

High-Noise, Dual-Muff Headset with FlexBoom

» Extreme noise reducing -Racing, Manufacturing,
Oil Rig, Construction, Engineering, OSHA Compliance.

» OEM branding avaiable.

» Universal 5-pin cable connector plus scanner /
ipod port.

» Sealed push-to-talk.

» Electret or Dynamic microphone is available.

» Available with Foam or Gel Pads.

» B reduction rated earshels.

» Use with k-Cord ™1

Model: TITAN-FLEX
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